
Description
Liqui Moly Invisible Gloves is used to protect hands
before work or after every handwash before they are
heavily contaminated. Invisible Gloves is supplied in
the form of an air-permeable paste. This product pre-
vents dirt from lodging in the pores of the skin. Its soft
and gentle constituents have been shown to protect
the skin in numerous dermatological tests. Due to its
special composition, Invisible Gloves is up to 95% bio-
degradable and is dirt repellant.

Properties
dermatologically tested-
dirt repellent-
protects and cares for the skin-
neutral to skin-

Technical data
Color / appearance je nach Spezifikation /

according to specification
Optimum storage temper-
ature

> +10 - < +30 °C

Consistency pastös / pastelike
Density at 20 °C nicht bestimmt g/cm³
Solubility in water nicht mischbar / not

mixable
pH value nicht bestimmt
Shelf life mind. 1 Jahr im

ungeöffneten Zustand / At
least: 1 year if unopened

Base hautfreundliche
Pflegemittel / skin-
tolerant treatment
preparations

Flash point 160 °C
Form flüssig / liquid
Odor charakteristisch /

characteristic
Shelf life in original sealed
container

30 months

Areas of application
Universal application for protection against dirt, tar,
bitumen, dyes, aggressive cleaning agents, oils,
greases, solvents and alcohol etc.

Application
Spread Liqui Moly Invisible Gloves evenly onto clean,
dry hands. Rub into the skin paying particular atten-
tion to the sensitive tips of the fingers. Repeat the ap-
plication depending on how frequently you wash your
hands but at least every four hours.
For information on proper care, see our skin protec-
tion plan, Part no. 6243.

Available pack sizes
650 ml Can plastic 3334

D-GB-F-I-E-NL-P

Our information is based on thorough research
and may be considered reliable, although not
legally binding.
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LIQUI MOLY GmbH
Jerg-Wieland-Str. 4
89081 Ulm-Lehr

Postfach 2829
89018 Ulm
Germany

Phone: +49 (0)731/1420-0
Fax:   +49 (0)731/1420-82
e-mail: info@liqui-moly.de

Service-hotline: 0800/8323230
Technical hotline: +49 (0)731/1420-871
www.liqui-moly.de


