
Description
Liquifast 1599 is a moisture-curing, single-compon-
ent, warm application polyurethane adhesive/sealant
for bonding the front and rear windshields and side
windows of vehicles during repairs. Liquifast 1599 has
exceptionally strong bonding properties, thus elimin-
ating the need for an auxiliary fastening aid. Liquifast
1599 is high-modulus and non-conductive to prevent
contact corrosion between the body and the adhesive.

Properties
high viscosity-
proven OEM quality-
applied when warm-
fast bonding properties-
non-conductive-
high-modulus-
cured by moisture in the air-

Technical data
Chemical resistance gut gegen wässrige

Chemikalien, Benzin /
good against aqueous
chemicals, benzene

Base Polyurethanprepolymere
/ polyurethane pre-
polymers

Processing time < 10 Min. bei 23°C/50%
r.F. / < 10 min. at 23 °C/50
% r.h.

Hardness, Shore A 70 +/- 5
DIN 53 505

Specific electrical volume
resistance at 20 °C

> 10 ⁶ Ω · cm

Density at 20 °C 1.20 g/cm³
Skin formation time at 23
°C/50 % relative humidity

~ 10  min

Curing rate at 23 °C / 50 %
rh

~ 3 mm/24 h

Thermal stability -40 bis 100 / -40 to 100
°C

Tensile strength ≥ 8 MPa
DIN 53 504

Elongation at break ~ 400 %
DIN 53 504

Color / appearance schwarz / black
Rigidity sehr gut / very good

Technical data
Combined tension and
shear resistance with 2
mm adhesive height

≥ 5 MPa

Odor charakteristisch /
characteristic

Form pastös, flüssig / pastelike,
liquid

Viscosity viskos / viscous
Flash point >150 °C
Shelf life in original sealed
container

18 months

Recommended storage
temperature

0 - 35 °C

Areas of application
Bonding of windshields, rear windows and side win-
dows to vehicle bodies (passenger vehicles, heavy
goods vehicles, the drivers' cabins of tractors and
forklift trucks and special vehicles). Bonding of side
windows made from single pane and insulation glass
in bus and train car construction as well in vehicles
from Audi, BMW, Daimler Chrysler, Ford, Jaguar,
Opel, Porsche, Renault, Saab, Seat, Skoda, Volvo,
Volkswagen, etc.

Application
1. Prewarming
 Place the cartridges in a prewarming stove set to 50 -
80 °C for 30 minutes. For large panes, we recom-
mend that you preheat a second cartridge in the oven
as well.

2. Cleaning agent
The surfaces to be bonded have to be dry and free of
oil, dust, grease and other dirt residues. The glass
surface or the ceramic coating has to be cleaned with
Liquiclean or cleaning and diluting agent, Item No.
6130, and then with the glass-cleaning foam Item No.
1512. Also the car body flange or the newly painted
car body parts are to be cleaned that way. We recom-
mend cleaning the cut back residual adhesive bead
with Liquiclean or cleaning and diluting agent as well.
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Before the sealant is applied, or before the glass sur-
face is bonded, the cleaned holding surface has to
have dried completely.

3. Priming / activation of pre-coated glass panes
Active Primer is necessary for the priming of the
holding surface, when glass panes are to be bonded.
The Active Primer is included in the delivery of the
glass pane repair set as 10 ml stick. Prior to use,
shake Active Primer well for at leas 45 sec. Within the
bond area, Active Primer can universally be applied
on the cleaned glass surface or the ceramics silk
screen, on the clean painted surface of newly painted
parts of the car body, on the cut back residual adhes-
ive beads, as well as on pre-coated glass panes (PUR
and RIM coating). Apply Active Primer sparsely and
uniformly (wet film has to have a thickness of approx.
0.05 mm). The primed surface has to dry for approx.
15 minutes before the glass adhesive is applied. If the
residual adhesive bead has been cut back more than 6
hours ago, a pre-treatment with Active Primer is
mandatory.

 Recommendations for use are provided in the bro-
chure supplied.

Available pack sizes
310 ml Cartridge alumin-
um

6157
D-GB-F-I-E-NL-P

Our information is based on thorough research
and may be considered reliable, although not
legally binding.

Product information PI 19/17/02/2020

Liquifast 1599

LIQUI MOLY GmbH
Jerg-Wieland-Str. 4
89081 Ulm-Lehr

Postfach 2829
89018 Ulm
Germany

Phone: +49 (0)731/1420-0
Fax:   +49 (0)731/1420-82
e-mail: info@liqui-moly.de

Service-hotline: 0800/8323230
Technical hotline: +49 (0)731/1420-871
www.liqui-moly.de


